

TEMPOTILE

## Product Specifications

|  | Tempotile Smooth | Tempotile Vinyl | Tempotile Deluxe | TempoTile Tennis |
| :---: | :---: | :---: | :---: | :---: |
| Base Material | Polypropylene co-polymer; High impact material | Top: Vinyl laminate; no-wax Base: Black polypropylene co-polymer | Top: Real Oak Parquet; Gloss Finish <br> Base: Matching polypropylene co-polymer | Polypropylene co-polymer; High impact material |
| Use | Indoor/Outdoor: Game courts | Indoor: gymnasiums; common areas | Indoor: gymnasiums; fitness center; common areas | Indoor/Outdoor: Tennis and Multi-Sport Surfaces |
| Dimensions | Tile: 1' x $1^{\prime} \times 0.45$ " H Preassembled panel: $3^{\prime} \times 3^{\prime} \times 0.45^{\prime \prime} \mathrm{H}$ | Tile: 1.01' x 1.01' x 0.563"H Preassembled Panel: $3^{\prime} \times 3 \prime \times .563 " H$ | Tile: 1.01' x 1.01' x .563"H Preassembled panel: $3^{\prime} \times 3^{\prime} \times .563 " H$ | Tile: 1' x $1^{\prime} \times 0.75$ " H Preassembled panel: $3^{\prime} \times 3^{\prime} \times .75^{\prime \prime} \mathrm{H}$ |
| Module Weight | Tile: 0.912 lbs / 0.414 kg . Preassembled panel: 8.2 lbs / 3.72 kg . | Tile: $1.52 \mathrm{lbs} . / .689 \mathrm{~kg}$. Preassembled panel: $13.68 \mathrm{lbs} . / 6.2 \mathrm{~kg}$. | Tile: 1.91 lbs / . 867 kg . Preassembled panel: $17.21 \mathrm{lbs} . / 7.81 \mathrm{~kg}$. | Tile: . 683lbs. / . 309 kg . Preassembled panel: $6.15 \mathrm{lbs} . / 2.79 \mathrm{~kg}$. |
| Fire Rating | UL 94HB (Underwriters laboratory Yellow Card Number) | UL 94HB (Underwriter's Laboratory Yellow Card Number) | UL 94HB (Underwriter's Laboratory Yellow Card Number) | ----- |
| Color Options | Beige, Black, Blue, Brown, Burgundy, Dark Grey, Green, Grey, Light Blue, Orange, Red, Silver, White, Yellow | Black, White, Dark Oak, and Light Oak | Chestnut Dark Wood and Desert Light Wood | Rust Red; Medium Green, Medium Grey, Dark Green |
| Connection System | 7-Point snap connection (per side); no tools required | 7-Point snap connection (per side); no tools required | 7-Point snap connection (per side); no tools required | 5-Point snap connection (per side); no tools required |
| Edging | Matching Color; 1' sections | Black; 1.01' sections | Black; 1.01' sections | Matching Color; 2" X 12" |
| Warranty | 3-year warranty against manufacturer's defects. | 3-year warranty against manufacturer's defects. | 3-year warranty against manufacturer's defects. | Optional 10-year |

